
PRODUCT OVERVIEW
The Megaman Area Light series is the compact, efficient, cost-effective, approach to LED area lighting, providing excellent
operating performance in a functional, low-profile design. It delivers uniform, energy conscious illumination to parking lots
and commercial lighting applications.
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Contents are subject to change without notice.

LED AREA LIGHT

PROJECT:_____________________ 
CATALOGUE #: ________________
FIXTURE TYPE: ________________
NOTES: _______________________

MAL04

DISTRIBUTED BY:
1010 Martin Luther King Jr. Pkway.
Suite 200
Durham, NC 27713
www.epoweron.com

Rugged one-piece, die-cast aluminum
housing secures the thermally conductive
LED panel and electrical chamber.
Low profile, 3G vibration rated compact
design minimizes wind load requirements.
Housing is completely sealed against
moisture and environmental contaminants.

CONSTRUCTION: 
Available in IES Type III, IV, V distributions
Light engines are available in standard 4000 K and 5000 K (70
CRI) configurations.
Scalable Lumen Packages from 5,360 to 42,000 Lumens replaces
up to 1000W Metal Halide.
 Optics is precisely designed to shape the distribution, maximizing
efficiency and application spacing. 
For the ultimate level of spill light control, an optional house-side
shield accessory can be field or factory installed. 
The optics can conform to dark sky requirements

OPTICS: 

Universal 120-277VAC or 347-480VAC
input voltage 
Standard with 0-10V dimming driver(s)
THD <20%
Power Factor: >90%

ELECTRICAL: 

Megaman Smart Wireless Control Node is a
wireless networked lighting control device that
provides a precise control and measurement on
a fixture. It can work with any fixture that is
equipped with an ANSI compliant twist-lock
photocell socket. Working with Megaman Smart
software platform, Megaman Smart Wireless
Control Node can turn on/off, or smoothly dim a
light fixture based on daylight or schedules.

MG-OCT-120/277V-DZI



ORDER INFORMATION

PERFORMANCE DATA
LUMEN OUTPUT

*Must use Smart Control Node when using motion sensor <150W - Sold Separately (MG-OCT-120/277V-DZI)*

*



BUG Rating

EPA of Area Light

LIGHTING DISTRIBUTION

Type 3 optics produce an asymmetrical pattern
that directs the majority of the light forward and
equally on both sides of the luminaire. In a back-
to-back configuration, it creates a rectangular
pattern which can extend pole spacings.  

ePowerOn offers a complete set of optical systems to meet every site lighting requirement. These systems provide
remarkable flexibility in precisely matching light distribution patterns to specific site requirements. 

Type 4 is suitable for applications where light is
primarily required forward with minimal backlight.
Typical installations include perimeter poles.   

Type 5 optics produce a symmetrical square
distribution pattern that distributes light equally
on all sides of the luminaire. Type 5 luminaires
are universal for most area lighting applications.   



DIMENSIONS & WEIGHT
40W/70W/100W (Slipfitter Mount) 40W/70W/100W (Pole Mount) 40W/70W/100W (Wall Mount)

150W/200W (Slipfitter Mount) 150W/200W (Pole Mount) 150W/200W (Wall Mount)

250W/300W (Slipfitter Mount) 250W/300W (Pole Mount) 250W/300W (Wall Mount)

MOUNTING INFORMATION
MOUNTING OPTIONS

Pole Mount (4" and 5" Square and Round poles)
Standard versatile mounting arm is simple to install
and can be used with existing poles for retrofit
installations.   

Slipfitter Mount
An optional cast aluminum mast arm adaptor
secures fixture head to nominal 2" 
(2-3/8" O.D. pipe size) horizontal steel tenon arm.   

Wall Mount 
Wall Mount is easy to install for direct wall
mounting with 1/2" conduit wiring or standard 
J-box mounting.   



MOUNTING ACCESSORIES

ADDITIONAL ACCESSORIES

ADDITIONAL ACCESSORIES



DLC MODEL NO. 


